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Datasheet report for tag P-259A-M1

Description ELECTRIC MOTOR-CH. WAT. PUMP NO 1, P-259A (651200)

Location VAL Valhall plattform

Position

EL-M ELEKTRO MOTORER

Label

Format

Value Unit

Full frame Size1.02 160L IEC

Manufacturer1.04 LOHER

Type number1.06 AMGA-160-LB04A

Rated Voltage1.08 480 V

Phase1.10 Ph

Frequency1.12 60 Hz

Rated Power1.14 10 KW

Rated Current1.16 16,3 A

Mounting Detail1.18 IBM3

Full load speed1.20 1760 rpm

Bearing, DE1.22

Bearing, NDE1.24

Weight1.26 Kg

Gland1.28 mm

Heater1.30 NA V

T-Class1.32

Ex-certificate1.34

Te time at 100% V1.36 sek

Term Box1.38 H

Insulation class1.40

Switch Gear (MCC)1.42 G-01

Temp. rise acc. to IEC 34-1 class B limit1.44 C°/F

Single Line Drawing1.46 60-32-01-EE01

Date replaced1.48 9503

Special1.50

Winding connection star/delta1.52

Intervall1.54 6 Year

Remarks1.56 CHILLED WARE PUMP 1, C944738 SKIFTET LAGER I MOTOR

RP-1109


