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Vejledning

AmbaFlex Spiralveyor

TYPE: SPIRALVEYOR SV

= AmbaFlex
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Introduction
Build up
Machine code

Base machine static parts
Frame

Outside dimension square
Diameter of the chain centre line (d2)
Belt width
Spiralveyor type
Pitch (z)
Material
Finishing
Number of windings
In / out feed configuration
Lower end height
Upper end height
Height difference (h2)
Slope angle (a)
Column diameter
Supports
Feet

Track build up

Base machine moving parts
Accessories
Transfer options

Slat belt options
Slat type
High friction insert ratio
Belt guide
Base chain
Belt guide rollers

Shafts, sprockets and main bearings
Shafts, sprockets and bearings
Shaft length

Drive system
Position of the motor(s) on the shaft
Motor orientation
Mounting

Gear motor
Voltage
Mechanical isolation class
Thermostatic isolation class
Special options
Special options

Speed and pull tension
SEW speed / pull combination

Transport direction

Special Base Machine Options
Special static parts
Lower end
Lower end
Upper end
Clearance options
Transport orientation
Transport frames and options

Accessories

Guide on the outside radius
Guide plate
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SV-600-1600-1079-3-2-A-20-TD-TPS6HF1

2280 mm

1600 mm

600 mm

SV-600-1600

1079 mm

Mild steel

Mild Steel Industrial coated, colour RAL7035
2 windings

A

Standard floor range mounted 700 ram (h1)
Floor mounted 3225 mm (h3)

2525 mm

12,11°

324 mm

Standard floor mounting support frame
Galvanised feet -60/+20 mm adjustable (AmbaFlex
model)

Compact

Product transfer micro roller set 12/25mm, stainless
steel (driven)

TPS

HF1 (100%)

Hybrid 1 (TR1)

Carbon steel

Carbon steel, ZZ-sealed

Carbon steel, ZZ seal
Standard

Motor positioned on the column side of the track
Vertically up
Drives supplied loose, to be mounted on site

220-242/380-420V 3ph/50Hz, mass and zero
IP54

ISOF

IS connector

(500)

(760)

(186)
(188)
(958)
(193)
(429)

(196)
(373)

(204)
(208)
(350)

(368)
(216)
(367)
(419)

)

Brake motor with 400V AC brake voltage (with securable (467

manual brakelifter)

SEW type KA37DRS71M4; v= 20 m/min; P=0,55 kW;

n=55 rpm; T= 96 Nm; fb 2,1 (row 518 )
Down (TD)

Total lower-end length, L1 = 1120 mm
Horizontal lower-end length, L2 = 300 mm
300 mm flat section in upper end

100 mm extra offset

Horizontally

Standard transport frame

B style plate guide, 100 mm effective height, stainless

(378)

(243)

(281)
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steel
Spacers on the outside radius
Spacers for side guide No Offset (915)
Guide on the inner radius
Guide plate B style plate guide, 111 mm effective height, stainless ~ (284)
steel
Spacers on the inner radius
Spacers for side guide 25 mm offset (771)
Maintenance features
Chain service location Chain service area in return channel (735)
Chain overlength detection Chain overlength detection sensors 24V DC (736)
Alert options Junction box: Polycarbonate (759)
Guarding
Under guarding Solid black polystyrene under the complete track (683)
Vertical return channel guarding Return guarding in black polystyrene (931)
Spiralveyor system design
Machine capacity
Total track length 12,7m (558)
Minimum speed before overload (> 18 Hz) At maximum indicated throughput the machine will (729)
overload below a speed of 7,2 m/min
Use
Operation environment Normal dust free operation, no wet cleaning (564)
Additional supplies
Miscellaneous
Start Up Package Standard set included (328)
Manuals
Manual supplied with machine 1 copies English language (330)
Manual supplied with machine 1 copies Danish language (631)
Meiual supplied to purchase office 1 copies English language (533)
Manual supplied to purchase office 1 copies Danish language (638)
All manuals on CD All manuals supplied to purchase address on 1CD(s) (728)
Identification marker
Type plate AmbaFlex (480)
Sticker AmbaFlex (481)
Product dimensions, weight & throughput
Rows Product name Length ~ Width Height  Weight Throughput Product orientation
Single Carton min 100 mm 100mm 25 mm  0,5kg 1 /min Not applicable
Single Carton max 800 mm 500 mm 400 mm 20 kg 17 /min Short Side Leading
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