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A WIRE-BRAID RUBBER HOSES >Power Team; ! POLYURETHANE HOSES A

1/4" & 3/8" 1.D., 1400 BAR ] 1/4" & 3/8" I.D., BURST RATING 1400-2100 BAR
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9767E
I5IE REINFORCED WIRE-BRAID RUBBER HOSES OFFER POLYURETHANE HOSES.
INCREASED DURABILITY m Nylon core tube with high tensile steel wire
c € m Hose reinforced with 4 braids of high tensile steel wire. c € reinforcement.

®m The synthetic rubber covering is oil and weather Hoses are equipped with plastic hose guards.

resistant. Ben radius 70 mm

m 3/8" NPTF fittings on both ends.

Operating pressure is 700 Bar.

Suitable for continuous service at temperatures from
-40° to 100° C.

@ Cylinder Return Time

n @ Cylinder Return Time >
(0] Q
= Q
8 e 9769E 9781E ] 7 Giling 9769E 9781E 8
8 yr‘;'; o 3,1 m Hose 3,1 m Hose ] ) @ yr‘;'; i 3,1 m Hose 3,1 m Hose 8
8 : 6,4 mm L.D. 9,5 mm .D. ; : 6,4 mm .D. 9,5 mm L.D. 8
< C2514C 51 sec. 14 sec. C2514C 51 sec. 14 sec. (]
C556C 1 min., 30 sec. 24 sec. C556C 1 min., 30 sec. 24 sec.
C5513C 4 min., 12 sec. 59 sec. C5513C 4 min., 12 sec. 59 sec.
c10010C 6 min., 56 sec. 1 min. 3 sec. Cc10010C 6 min., 56 sec. 1 min. 3 sec.
Hose with Coupler Half BE SAFE!
9754E Hose assembly consisting of 9756E (1,8 m hose) with 9798 1. Inspect before and after each use.

(hose half coupler) and 9800 (dust cap)

2. Replace if any signs of degradation or wear that may
affect safety or performance.

3. Keep the product clean.

4. Store properly.
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P Ordering Information
Hose Type Hose Hose Burst Order
1.D. Length Rating Number
(mm) (m) (bar)
Polyurethane* 9780E

Hose Type Hose Hose Burst Order #

' Hose Type Hose Hose Burst Order
1.D. Length Rating Number

& (mm) (m) (bar)

Hose Type Hose Hose Burst Order

1.D. Length Rating Number
(mm) (m) (bar)

1.D. Length Rating Number{
(mm) (m) (bar) ‘

0,6 2800 9765E
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Rubber, Wire-Braid 6,5 09 9755E Rubber, Wire-Braid* 9733E | Polyurethane 6,4
| Rubber, Wire-Braid 6.5 18 3250 9756E Rubber, Wire-Braid* 9,5 18 2800 9776E . Polyurethane 6.4 09 2800 9766E Polyurethane* 95 31 2800 9781E
Rubber, Wire-Braid 6,5 18 3250 9754E** Rubber, Wire-Braid* 95 3,1 2800 9777E Polyurethane 64 18 2800 9767E Polyurethane* 9,5 6,1 2800 9782E
Rubber, Wire-Braid 6,5 24 3250 9757E Rubber, Wire-Braid* 95 46 2800 9734E | Polyurethane 6,4 1,8 2800 9764E™ Polyurethane* 9,5 15,3 2800 9783E
Rubber, Wire-Braid 6,5 311 3250 9758E Rubber, Wire-Braid* 95 6,1 2800 9778E Polyurethane 64 24 2800 9768E * High Flow
Rubber, Wire-Braid 6,5 37 3250 9759E Rubber, Wire-Braid* 95 9,1 2800 9735E Polyurethane 6.4 3.1 2800 9769E
Rubber, Wire-Braid 6,5 6,1 3250 9760E Rubber, Wire-Braid* 95 12,2 2800 9736E Polyurethane 6.4 36 2800 9770E
Rubber, Wire-Braid 6.5 9,1 3250 9761E Rubber, Wire-Braid* 95 15,3 2800 9779E Polyurethane 6.4 6,1 2800 9771E
Rubber, Wire-Braid 6,5 15,3 3250 9762E * High Flow : . Polyurethane 6,4 15,3 2800 9772E
*Furnished with 9798 hose half coupler and 9800 dust cap. (; @E Polyurethane 64 229 2800 9750E ‘
Polyurethane 6,4 30,5 2800 9751E |

*Furnished with 9798 hose half coupler and 9800 dust cap.
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