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Volume Verification Report
for 1000 pl CO-RE 96 Probe Head

Instrument Name: ML_STAR Date: 2022-10-17
Instrument Serial No.: 291E Time: 16:29
Instrument User Software Version: 4.5.0.5217 FVK2: 1020/04

Location: SSi Temperature [°C]: 22.7
Operator: Simon Kjaer Relative Humidity [%]: 56.5
Reason for Verification: PM2

Report File: Report Vol Ver 1000ul96erPipHead 291E 202210171629.pdf

Test Equipment:

Used Tip Type:
Liquid Density [g/cm3]:

10ul Low Volume Tip
1.0002

1000ul High Volume Tip
1.0001

Balance Serial No.: C025563488 Valid until: 2023-08-18
Calibration Weight No.: C210661576 Valid until: 2024-01-11
Actual Weigth [g]: 20.00017 Calibration Weight [g]: 20 +/- 0.00034
Reader Serial No.: 1405 Validation: passed
Reader Checkplate Serial No. 1544 Valid until: 2023-01-11
Ambient Temperature and
Humidity Measuring Device Serial No.: 83456363 Valid until: 2023-03-10
Reagent Kit Lot No.: M0470 Valid until: 2023-08-10
Measurements:

Testing Volume [ul]: 10 1000

Number of Samples: 96 96

Mean Volume [pl]: 9.656 995.5
Standard Deviation [pl]: 0.053 5.0
Trueness (spec.) [%]: <= +/- 8.00 <=+/-2.50
Trueness (actual) [%]: -3.44 -0.45
Precision (spec.) [%]: <=5.00 <=2.00
Precision (actual) [%]: 0.55 0.51
Minimal value [pl]: 9.523 983.1
Maximal value [pl]: 9.755 1004.6
Test Result: passed passed
Process Status: passed
Summary of channels: passed passed

Operator: NCB

Date: 2022-10-17

Signature: (cele Bepncterye
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Test results of channels:
Testing Volume: 10pl

1 2 3 4 5 6 7 8 9 10 1 12
A 9.66 9.67 9.67 9.62 9.69 9.76 9.69 9.73 9.65 9.72 9.71 9.74
B 9.76 9.70 9.65 9.70 9.71 9.58 9.69 9.74 9.72 9.71 9.70 9.74
c 9.73 9.69 9.69 9.72 9.67 9.71 9.68 9.62 9.66 9.72 9.70 9.71
D 9.68 9.69 9.71 9.66 9.68 9.68 9.65 9.58 9.66 9.64 9.70 9.70
E 9.64 9.63 9.59 9.69 9.66 9.64 9.66 9.64 9.66 9.62 9.64 9.68
F 9.53 9.58 9.71 9.57 9.60 9.61 9.60 9.62 9.61 9.65 9.63 9.70
G 9.53 9.61 9.57 9.64 9.57 9.58 9.59 9.57 9.62 9.65 9.59 9.67
H 9.58 9.52 9.62 9.65 9.59 9.66 9.62 9.68 9.65 9.62 9.63 9.70

Testing Volume: 1000pl

1 2 3 4 5 6 7 8 9 10 1 12
A | 10038 | 989.7 | 994.2 | 999.6 | 1002.9 | 1000.9 | 996.0 | 1004.6 | 9953 | 993.8 | 991.5 | 994.0
B | 1001.6 | 993.2 | 997.9 | 1002.6 | 999.5 | 1000.3 | 1004.0 | 1000.0 | 1004.3 | 997.6 | 993.6 | 997.0
C | 1004.0 | 994.1 | 994.8 | 1003.7 | 999.3 | 1002.5 | 997.8 | 996.5 | 994.0 | 994.5 | 998.9 | 1004.1
D 9931 | 988.7 | 9891 | 9949 | 9915 | 999.4 | 999.1 | 1004.2 | 998.0 | 993.6 | 996.5 | 1002.2
E 990.6 | 990.2 | 986.8 | 997.8 | 1000.2 | 998.1 | 1001.5 | 991.7 | 9957 | 990.3 | 9921 | 993.8
F 994.8 | 9858 | 988.2 | 994.3 | 989.9 | 9951 | 994.4 | 991.4 | 9952 | 990.6 | 984.8 | 998.5
G 998.0 | 987.0 | 986.8 | 993.4 | 9927 | 999.3 | 994.3 | 997.8 | 991.3 | 9953 | 9859 | 998.9
H 9955 | 9831 | 988.5 | 9955 | 998.7 | 998.5 | 9961 | 996.4 | 992.6 | 989.0 | 989.2 | 996.0




