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Fan type JK-22D
Technical data
Motor: IP 55 ( )
Supplied with the following motors: ho KW Noise level and power input
Weight
3.00
kW hp amp.  of motor 4.00
kg S &
2,2 3,0 8,0 14 3501 5 2820/ min-!
3.00 A
Max. min'l:
2.00
Standard impeller: 3.200 min! 2.50
Reinforced impeller: 2.865 min-! 75
2.00 | 1.50
Operating range: 93
Air volume: 1.000 - 3.100 m3/h 150 1.00
Pressure: 130 - 200 mmWG 100
by d%@ 1400 min-1
P - 0.50 - 71
ower supply: 0.50 /
230 V - 50 Hz. /
0.00 | 0.00
Construction:
B3 - motor mounted on foot. Useful effect and pressure
N/m2  mmWG
Variants: 2200 220
50
Fan can be powered by flange motor 2000 200
g Useful effect
- type B5/B14. 1800 | qn
e 160 Total
. al pressure
Impeller. 1400 140 p Bt
No. of blades, standard: 8 pcs. 1200 | 1,0 50-%
Diameter: 335 mm
1000 -
100 -1
Height: 139 mm e in
800 | g
i 600 | 60
The blue curve applies for 6-bladed impeller.
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